MULTIFUNCTION T1 INPUT

P08 = 00 = NOT USED INPUT (DEFAULT)

P08 = 01 = REMOTE AIR SENSOR
AS AN ALTERNATIVE TO THE INTERNAL ONE
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NTC50K@25°C

P08 = 03 = DOOR CONTACT
SEE ALSO PARAMETER: P12-P13-P16-P18
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P08 = 04 = KEY-TAG CONTACT
SEE ALSO PARAMETER: P12-P13-P16-P18
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i70 STANDARD REGULATOR BASE CONNECTION

PROGRAMMABLE INPUT - FAN-COIL SYSTEM
NECESSARY SEE THE MANUAL FOR THE CORRECT
SYSTEM PROGRAMMING

MULTIFUNCTION IN1 INPUT

P09 = 00 = NOT USED INPUT (DEFAULT)

P09 = 01 = AUTOMATIC CHANGE OVER
WATER TEMPERATURE SENSOR
SEE ALSO PARAMETER: P14 - P83

_ A _ B _>o‘__>om_ 0 _ _ZA_ 0 _ T _ XA1 AUTOMATIC CHANGE OVER WATER TEMPERATURE
SENSOR FOR 2 PIPE SYSTEM

WITH 3 WAY WATER VALVE FIX THE SENSOR

BEFORE THE VALVE

CHANGE OVER TEMPERATURE

T <20°C = SYSTEM IN COOLING MODE

T >30°C = SYSTEM IN HEATING MODE

NTC50K@25°C

P09 = 03 = REMOTE ON/OFF
SEE ALSO PARAMETER: P10-P11
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LIST

XA1 =i70 TERMINAL BOARD

P09 = 04 = ECONOMY
SEE ALSO PARAMETER: P10-P11-P25-P26
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P09 = 05 = OCCUPANCY SENSOR (PIR)
SEE ALSO PARAMETER: P11-P15-P16-P17-P19
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